
T H E  W O R L D  L E A D E R  I N  C L E A N  A I R  S O L U T I O N S

HIGH-EFFICIENCY SUPPORTED PANEL FILTERS

VariCel® M-Pak

• 

• 
same media area and performance 

• "Midi" media pack design

• Space-saving design; reduces 
freight, storage, and handling costs

• Sturdy high-impact polystyrene cell 

• Fully incinerable

• MERV 14 and 11 models available 
with antimicrobial

• MERV 13 and higher meet LEED® 

requirements

Introduced over a decade ago, the  
 
 

 
 

 
 

and overall performance in a much smaller package. 
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Dual-Density Media
The VariCel M-Pak media pack is  

 
is moisture resistant. The VariCel M-Pak  

 
in the atmosphere, making it ideal for  
installation in applications where moisture  
is an issue. The media is manufactured with  

 
 

air leaving side. The media pack is bonded  
to the cell sides using urethane sealant.
Our dual-density design allows dirt particles to be collected throughout the  

and maximizing dust holding. Maximizing dust holding capacity extends the  

Thermoplastic separators maintain uniform spacing between pleats to allow 
 

 
aluminum separators. Without aluminum separators, risk of damage to the 

The VariCel®
area and half the weight of a standard 12″-deep 
VariCel®

6″

12″

AIRFLOW

COARSE FIBERS Air entering side

FINER FIBERS 
Air leaving side

MERV 15, MERV 14, MERV 13, 
and MERV 11 efficiencies 




